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The TA-995 sets a new 
benchmark for PTToC fixed 
mount mobiles. 

The design incorporates 
both Push-to-Talk over 
Cellular, Commercial UHF 
and 80 channel CB. A large 
front facing speaker and 3W 
amplifier gives ample sound 
for noisy truck environments. 
The large LCD display and 
icon-based menu lends itself to  
user friendly operation. 

All the features required for 
heavy transport, agriculture, 
mining, construction and 
service industries have been 
incorporated into the TA-995 
including GPS, SOS, Numerical 
keypad microphone, Dual 
SIM, Dual band UHF and 
3G/4G/4GX LTE.

PTToC 3G/4G 
& 4GX – 98% 
Coverage

Distortion free 
sound quality – 
Large 3W front 
speaker

Dual Band 
PTToC & 80 
Channel  
UHF CB

Dedicated 
SOS – Alert 
all users or 
dispatch

GPS 
Receiver 
Built-In

Display  
menu icons

Numerical 
0 – 9 keypad 
microphone

39 Pre-
programmable 
commercial UHF 
channels

UHF Commercial
39 UHF dealer 
programmable frequencies 
from 400 to 480Mhz with 
CTCSS and DCS, BCL, Hi/
Lo Power, Roger beep, 
Frequency + Channel display, 
ToT and Scan.

Keypad Microphone
Numerical 0 – 9 keypad 
for direct channel access, 
channel selection and 3 digit 
user select available. 

UHF CB (477Mhz)
80 Channel with CTCSS/
DCS, Hi/Lo Power, Duplex 
and Scan.

UHF Features  - TA-995 only

TA-995 & TA-990*

Wide Area Coverage
The TA-995 connects into 
the huge Telstra 3G/4G and 
4GX cellular network and 
with the added external 
antenna the TA-995 offers 
the best coverage of any 
PTToC on the market.

Group Call (One to Many)
User can select pre-
programmed groups and 
instigate a group call and talk 
to all members of the group. 
User can also be part of 
multiple groups and choose 
the group it belongs to.

Individual Private Call 
(One to One)
User can select an individual 
radio or the dispatcher and 
perform a one on one private 
call outside the group.

Internal GPS Engine
The internal GPS engine 
reports its position every 60 
seconds to the dispatcher 
(Programmable). GPS 
acquisition status is shown 
on the radio LCD display.

Enhanced Sound Quality
The TA-995 has a powerful 
front facing 3W speaker. 
Sound adjustments including 
speaker and microphone gain 
settings and the ability to 
choose between a 4K and 8K 
voice codec.

Dedicated SOS
A dedicated SOS button that 
when held in for 3 seconds 
sends an alert to all other 
units and the dispatcher. 
An audio alarm and street 
level location is immediately 
displayed on the dispatch PC.

PTToC Network Features

*Note, The TA-990 is the IP PTToC ONLY variant of the TA-995.


